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SPECIFICATIONS 
• Light Source ............................ High-Intensity LED 

• Push Cable Length ................. 100' (30 m)/131' (40 m) 
• Push Cable Minimum

Bend Radius ......................... 2.5" (64 mm) 

• 512 Hz Sande ...................... High-power FleXmitter" 

• Dimensions (LxWxH) ........... 25" x 14" x 17" 
(626 mm x 360 mm x 429 mm) 

• Operating Temperature ......... 14°F to 122°F (-10°C to 50°C) 

• Storage Temperature ............. 14°F to 158°F (-10°C to 70°C) 

• Ingress Protection
(without Monitor) .................. IPx6 

COMPACT SERIES QUICK COMPARISON GUIDE 

CAMERA REEL CAMERA HEAD 

Compact2 Camera Reel 
25 mm (1") 

Self-Leveling 

25 mm (1") 
Compact C40 Camera Reel • Self-Leveling 

w/TruSense Technology 

25 mm (1") 
Compact M40 Camera Reel • Self-Leveling 

w/TruSense Technology 

ORDER INFORMATION 

CATALOG 
DESCRIPTION 

NO. 

48093 Compact2 (Reel Only) 
65098 Compact2 w/CS6x Versa Monitor 
65103 Compact2 w/CS6x Versa Monitor, Battery and Charger 
63668 Compact C40 (Reel Only) 
63823 Compact C40 w/CS6x Versa Monitor 
63828 Compact C40 w/CS6x Versa Monitor, Battery and Charger 
63673 Compact M40 (Reel Only) 
63813 Compact M40 w/CS6x Versa Monitor 
63818 Compact M40 w/CS6x Versa Monitor, Battery and Charger 

ACCESSORIES 

CATALOG 
DESCRIPTION 

NO. 

47793 
35338 
97462 
46708 
46713 
63868 
17553 

36 mm Pipe Guide, 25 mm Camera, Pkg of 1 
45 mm Pipe Guide, 25 mm Camera, Pkg of 2 
60 mm Pipe Guide, 25 mm Camera, Pkg of 6 
85 mm Pipe Guide, 25 mm Camera, Pkg of 2 
125 mm Pipe Guide, 25 mm Camera, Pkg of 2 
Various Pipe Guides, 25 mm Camera Head 
Spanner Wrench, 25 mm 

PUSH CABLE 

100' (30 m) 

131' (40 m )

131' (40 m )

WEIGHT 

(lb.) (kg) 

17.0 7.7 
21.9 9.9 
24.9 11.3 
17.2 7.8 
22.1 10.0 
25.1 11.4 
22.0 9.8 
26.9 12.0 
29.9 13.6 

- - - - - --1 ........ GETITON I 

r Google Play 
- - - - - -

c:, 

MINIMUM 

BEND RADIUS 

2.5" (64 mm ) 

2.5" (64 mm ) 

3" (76 mm) 

LINE CAPACITY 

1.5" - 6" (38 mm - 152 mm) 

1.5" - 6" (38 mm - 152 mm) 

1.5" - 8" (38 mm - 203 mm) 
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HDFI 
High Dynamic Range (HOR) image sensor 

offers clear in-pipe imaging .. 

I 
TiltSense

TM

Data Sensor displays camera's 
angle in pipe. 

Scan for more information on HQx Live 
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