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Note

While every effort has been made to ensure accuracy in this publication, 

no responsibility can be accepted for errors or omissions. Data may 

change, as well as legislation, and you are strongly advised to obtain 

copies of the most recently issued regulations, standards, and guidelines. 

This publication is not intended to form the basis of a contract.
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GasAlertMicroClip Series

H2S, CO, O2, LEL

GENERAL SPECIFICATIONS

SIZE 4.4 x 2.4 x 1.2 in. / 11.3 x 6.0 x 3.1 cm

WEIGHT 6.7 oz. / 190 g

TEMPERATURE

TYPICAL BATTERY LIFE 18 hours (typical); recharges in less than 6 hours

CERTIFICATIONS AND 

APPROVALS
: Class I, Div. 1, Gr. A, B, C, D

ATEX:  II 1 G
Ex ia IIC T4 Ga

IECEx: Ex ia IIC T4 Ga

: European Conformity

WARRANTY GasAlertMicroClip XL: Full two-year warranty 
including sensors and battery
GasAlertMicroClip X3: Full three-year warranty 
including all sensors

Long Life O2 Sensor
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The easy to wear, slim and compact GasAlertMicroClip X3 
provides affordable protection from atmospheric 
gas hazards and extended battery life, especially in 
cold weather. The GasAlertMicroClip X3 features 

IntelliFlash™. Easy one-button operation reduces training 
time and lets workers focus on the job at hand. For simple, 
cost-effective management of your records, calibration 
and bump testing, choose BW’s MicroDock II automatic 
test and calibration system and Fleet Manager II software.

2

Visit honeywellanalytics.com to download 
the latest Fleet Manager II update.

•
steel alligator clip and concussion-proof housing

• Rechargeable battery

• Wall outlet charging adaptor

• Calibration/test cap and hose

• Manual

• Multi-language CD manual
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BW Clip4

H2S, CO, O2, LEL

GENERAL SPECIFICATIONS

SIZE 4.7 x 2.7 x 1.3 in. / 12.0 x 6.8 x 3.2 cm

WEIGHT 8.2 oz. / 233 g

OPERATING TEMPERATURE

INGRESS PROTECTION IP68

TYPICAL BATTERY LIFE Two years, continous operation

CERTIFICATIONS AND 

APPROVALS
: Class I, Div 1, Group A, B, C, D

Class I, Zone 0, Group IIC

ATEX: II 1G Ex ia IIC T4 Ga

IECEx: Ex ia IIC T4 Ga

: Conforms to all applicable
European directives.

manual or consult Honeywell Analytics.

WARRANTY Full two-year warranty including all sensors
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GasAlertQuattro

H2S, CO, O2, LEL

GENERAL SPECIFICATIONS

SIZE 5.1 x 3.2 x 1.9 in. / 13.0 x 8.1 x 4.7 cm

WEIGHT - 11.15 oz. / 316 g (with rechargeable battery 
pack)
- 11.92 oz. / 338 g (with alkaline battery pack)

TYPICAL BATTERY LIFE

CERTIFICATIONS AND 

APPROVALS
: Class I, Div. 1, Gr. A, B, C, D

ATEX:  II 1 G Ga Ex ia IIC  T4

IECEx: Ga Ex ia IIC  T4

: Conforms to all 
applicable European directives.

INMETRO:

WARRANTY Full two year warranty including all sensors.
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Rugged and reliable, the GasAlertQuattro four-gas 
detector combines a comprehensive range of features 

power options, the GasAlertQuattro is always ready. 
The graphic LCD displays easy to identify icons that 
indicate operational information, such as bump test 

of detector operation and compliance. Suited to a wide 

entry, the GasAlertQuattro is fully compatible with BW’s 
MicroDock II automatic test and calibration system.

Visit honeywellanalytics.com to download 
the latest Fleet Manager II update.

• GasAlertQuattro

• Rechargeable battery pack or alkaline pack with three 
AA batteries

•

• Calibration cap and hose

• Reversible screwdriver

• Manual, materials booklet and technical reference 
guide
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kits are designed to provide all the accessories 
necessary to safely sample and effectively monitor for 

The GasAlertQuattro 

a standard 4-gas detector, 
rechargeable battery 
pack, manual aspirator 

calibration cap, regulator, 
sampling probe and 

a BW representative 
for other kit options.

GasAlertQuattro

extended battery runtimes

Simultaneously charges 

Simultaneously charges 

Compatible with single T-pattern or 

included)
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GasAlertMax XT II is the smart, simple, economical 
way to compliance. Workers feel safe and 
incidents are minimized so everyone will be 
able to do more. That means savings realized 
from business continuity and productivity.

GasAlertMax XT II reliably monitors up to four hazards and 
combines straightforward one-button operation, a robust, 
motorized pump for remote sampling, and now features 

tells you at-a-glance your gas detector is functioning 
correctly. The GasAlertMax XT II is fully compatible with 
MicroDock II automated test and calibration system.

•
steel alligator clip and concussion-proof housing

• Rechargeable battery

• Wall outlet charging adaptor

• 3 ft. / 1 m calibration hose with quick connect

• 10 ft. / 3 m sampling hose with particulate filter and 
quick connect

• Reversible screwdriver

•

• Manual

• Multi-language CD manual

www.GlobalTestSupply.comFind Quality Products Online at: sales@GlobalTestSupply.com



www.GlobalTestSupply.comFind Quality Products Online at: sales@GlobalTestSupply.com



www.GlobalTestSupply.comFind Quality Products Online at: sales@GlobalTestSupply.com



www.GlobalTestSupply.comFind Quality Products Online at: sales@GlobalTestSupply.com



www.GlobalTestSupply.comFind Quality Products Online at: sales@GlobalTestSupply.com



www.GlobalTestSupply.comFind Quality Products Online at: sales@GlobalTestSupply.com



www.GlobalTestSupply.comFind Quality Products Online at: sales@GlobalTestSupply.com



www.GlobalTestSupply.comFind Quality Products Online at: sales@GlobalTestSupply.com



25

The IntelliDoX instrument management system 
combines smart docking modules with Fleet 
Manager II software to provide automated instrument 
management, helping drive productivity, reliability and 

and it automatically tests the gas detector and sensors 
while transferring data to the docking station.

The IntelliDoX delivers quicker bump tests for better 

less than a minute. That means no more queues of 
workers waiting to test their detectors. Gang up to 

module can function independently, managing 

solution for easy record-keeping, to transfer bump 
tests, peak exposures and other gas-detection data.

• GasAlertMicroClip Series

• BW Clip4

• BW Clip Series

• ConneX1

• One IntelliDoX module with a factory-installed nest for 

and an attached End Plate

• Integrated retractable stand/wall mount

• Quick Reference Guide

• Operator’s Manual CD

• Fleet Manager II software CD
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The MicroDock II is an easy, cost-effective way to 
bump-test, calibrate, charge and manage records 
for BW portable gas detectors. With Fleet Manager II 
software, download information faster than ever 
from the MicroDock II. Improved functionality 
allows you to create accurate and user-friendly 
reports, print receipts of calibration, sort and graph 

detectors. Compliance has never been easier.

• No computer required

• Fully portable

• Automatic bump test and calibration

• Expandable up to six modules

• Stores and updates calibration records

• Automatically tests audible and visual alarms

• Fleet Manager II software included

• Manage multiple MicroDock II systems via LAN

• • • • •

• • • • •

• • • • •

• • • •

• • • •

• • • •

• •

www.GlobalTestSupply.comFind Quality Products Online at: sales@GlobalTestSupply.com



www.GlobalTestSupply.comFind Quality Products Online at: sales@GlobalTestSupply.com



www.GlobalTestSupply.comFind Quality Products Online at: sales@GlobalTestSupply.com



www.GlobalTestSupply.comFind Quality Products Online at: sales@GlobalTestSupply.com



www.GlobalTestSupply.comFind Quality Products Online at: sales@GlobalTestSupply.com



www.GlobalTestSupply.comFind Quality Products Online at: sales@GlobalTestSupply.com



www.GlobalTestSupply.comFind Quality Products Online at: sales@GlobalTestSupply.com


