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Zeroing the Sensors
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Safety Information - Read First
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Warning:

Warning:
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Sensor Poisons and Contaminants

a
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Getting Started
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Parts of the GasAlertMicroClip
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Display Elements
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Pushbutton

C

C

C

C

C

C

C

C

C

C

C

www.GlobalTestSupply.comFind Quality Products Online at: sales@GlobalTestSupply.com



GasAlertMicroClip
User Manual

Activating the Detector
a

C

Self-Test

Battery Test

Audible/Visual Test

Detector Version

Startup Message

Fleet Manager II Operator’s Manual
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Alarm Setpoints

Note

Alarm setpoints may vary by region. Refer to Factory Gas Alarm 
Setpoints.

Sensor and Power Test

Note

The sensors are tested continuously while the detector is activated.
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Automatic Zero and O2 Calibration (optional) Note

If oxygen is configured to measure 20.8% vol., the oxygen 
calibration screen displays .

Calibration Due Date (optional)

Note

If the option is defined as , the calibration 
due date is bypassed during startup.
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Last Calibration Failed (optional)

Note

When the CAL FAILURE displays, the previous calibration has 
failed but the calibration is still valid until the next calibration due 
date.

Overdue Calibration

Note

If calibration is not performed, or C is not pressed within 
2 minutes, the detector automatically deactivates.

C

Cal IR Lock

Bump Test 

Note

A bump test cannot be conducted if the detector has just been 
calibrated. If the Bump Interval option is defined as  in Fleet 
Manager II, the bump test is bypassed.
BW recommends to “bump test” the sensors, before each day’s 
use, to confirm their ability to respond to gas by exposing the 
detector to a gas concentration that exceeds the alarm setpoints.
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Last Bump Test Failed 

Note

When the  displays, the previous 
calibration has failed but the calibration is still valid until the next 
bump test due date.

Force Bump (optional)

C

Note

If  displays again after performing a bump 
check, refer to Startup Troubleshooting.
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Self-Test Pass

Self-Test Fail

Battery Test

L

L

Note

If enabled,  and  automatically 
deactivate during a low battery alarm. Refer to Confidence Beep

Backlight
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Deactivating the Detector
C

Note

If C is released before the countdown is complete, the detector 
will not deactivate.

Installing Fleet Manager II
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Using Fleet Manager II to Configure the Detector

3

2

1
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Detector Identification

Serial Number

Note

GasAlertMicroClip serial numbers use the KA serial number 
prefix.

Hardware/Firmware Revision

Startup Message
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Sensor Configuration

Note

Depending upon the sensor, the options may vary.

Sensor Disabled
a
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Calibration Gas Concentration

a

Calibration Interval
a

Bump Interval

Note

BW recommends to bump test the sensors before each day’s 
use to confirm their ability to respond to gas by exposing the 
detector to a gas concentration that exceeds the alarm setpoints. 
Verify that the audible and visual alarms activate. Calibrate if the 
readings are not within the specified limits.

www.GlobalTestSupply.comFind Quality Products Online at: sales@GlobalTestSupply.com



GasAlertMicroClip
User Manual

Low Alarm

High Alarm

TWA Alarm

STEL Alarm

Note

Standard factory Alarm Setpoints vary by region. Refer to 
Factory Gas Alarm Setpoints for OSHA factory settings.
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STEL Interval

a

Auto Zero on Startup

O2 Auto-Calibration on Startup (Automatic O2 Calibration)

O2

LEL By Vol CH4

4

4

4
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User Options

Latching Alarms

C

Safe Mode
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Stealth Mode Low Alarm Acknowledge

C

Note

 is not applicable to O2.
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Force Calibration When Overdue

a

Cal Lock (Calibration IR Lock)

MicroDock II User Manual

Note

If  is enabled, the detector will still auto zero the 
sensors.
The detector is shipped with  disabled.

Force Bump When Overdue
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a

Confidence Beep

Note

Confidence beep automatically disables during a low battery 
alarm, a self-test fail, a calibration fail, a bump test fail, or during 
an alarm event.

IntelliFlash

Note

IntelliFlash is only applicable to GasAlertMicroClip XT, XL and 
X3.
IntelliFlash automatically deactivates during a low battery alarm, 
a self-test fail, a calibration fail, a bump test fail, or during an 
alarm event. 
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Datalog Interval

Confidence Beep and IntelliFlash Interval

Note

IntelliFlash and IntelliFlash Interval are only applicable to 
GasAlertMicroClip XT, XL and X3.

Language Menu
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Alarms

Note

If  is enabled, the audible alarm can 
be disabled during a low alarm condition. The vibrator and visual 
alarm indicators remain active until the alarm condition changes 
or the detector deactivates. Press C to acknowledge the low 
alarm and deactivate the audible alarm. If the alarm escalates to 
a high, TWA, or STEL alarm, the audible alarm reactivates.

If enabled,  causes the low and high gas alarms 
(audible, visual, and vibrator) to persist until the alarm is 
acknowledged (by pressing C) and the gas concentration is 

below the low alarm setpoint. The LCD displays the peak 
concentration and the audible, visual, and vibrator indicators 
persist until the alarm condition no longer exists. Enable/disable 

 in Fleet Manager II. Local regulations may 
require  be enabled.

L L

L L
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L
L

C

Note

The detector is shipped with Confidence 
Beep disabled and IntelliFlash enabled

L

L

www.GlobalTestSupply.comFind Quality Products Online at: sales@GlobalTestSupply.com



GasAlertMicroClip
Alarms

Computed Gas Exposures
a

Viewing Gas Exposures
C
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Clearing Gas Exposures

a

C

Gas Alarm Setpoints

Toxics and combustibles:

Oxygen:

Toxics and combustibles:

Oxygen:

Toxics only:

Toxics only:

Toxics only:
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Factory Gas Alarm Setpoints

Note

Standard factory alarm setpoints may vary by region.

Note

To disable an alarm, set the alarm setpoint to  (zero) in Fleet 
Manager II. Refer to Using Fleet Manager II to Configure the 
Detector for complete instructions.

Changing Alarm Setpoints

Stopping a Gas Alarm

Note

If alarms are set to latch, press C to reset the alarms.

a
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Sensor Alarm

C

Low Battery Alarm

L

L

Note

Confidence Beep automatically disables during a low battery 
alarm.

Automatic Deactivation Alarm

www.GlobalTestSupply.comFind Quality Products Online at: sales@GlobalTestSupply.com



GasAlertMicroClip
Bump Test

Bump Test
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Calibration
Guidelines

8

Diagnostics Test
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Connecting the Gas Cylinder to the Detector

Note

Wind currents may cause false readings and poor calibrations.

MicroDock II User Manual
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Calibration Setup

a

Note

Calibration can be aborted at any time. To abort calibration, 
press C. The following screen displays.

Setting Span Gas Concentration Values
3

2

1
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Calibrating with the IR Link

a

Calibration Procedure

a

C

C

C

Note

If C is not held for the entire countdown, the detector will 
deactivate.
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Auto Zero and Oxygen Sensor Calibration

Note

Do not apply calibration gas until  displays, 
otherwise the auto zero function will fail.

Auto Span

�
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Calibration Due Date

Note

If a sensor fails calibration, the next due date for that sensor will 
not reset. Refer to Calibration Troubleshooting.
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C

Note

A negative number indicates that sensor is overdue for a 
calibration.

Verification
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Datalogs

Datalogs Event Logs

Downloading Datalogs and Event Logs

Fleet Manager II 
Operator’s Manual MicroDock II User Manual

Software Requirements
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Maintenance

Battery Cautions
a

Warning:

Warning:
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Charging the Battery

a

a
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Note

To reach full battery capacity, allow the battery to fully charge and 
fully discharge three times.
Charging the detector in temperatures above 113°F (45°C) will 
greatly reduce the number of charges the detector can accept.
The detector may be warm immediately following charging. This 
is normal.

Replacing a Sensor or Sensor Filter
a
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Removing the back shell

1

11
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Replacing the Sensor Filter

a

Liner tab

Large diameter circle
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Replacing the H2S, CO, and LEL sensor

a

Note

Detectors that are configured for 1, 2, or 3 gases may contain a 
dummy sensor in one of the four sensor locations.

Note The Oxygen sensor is located in the bottom left corner of
the detector.
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Replacing the Oxygen Sensor XT and XL

Detectors that are configured for 1, 2, or 3 gases may 
contain a dummy sensor in one of the four sensor locations.

a

Replacing the Oxygen Sensor X3

Detectors that are configured for 1, 2, or 3 gases may
contain a dummy sensor in one of the four sensor locations.

a
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Reassembling the detector

Note

Ensure the rib on the interior rear shell inserts between the 

battery and the PCB .

1

2

2

1

2

1
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Troubleshooting
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Startup Troubleshooting

C

C

C
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Calibration Troubleshooting
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Replacement Parts and Accessories
a
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*Add one of the following applicable suffixes to the end of the order
number to ensure power adapter is correct for region.

-UK for United Kingdom

-EU for Europe,

-AU for Australia/China,

-NA for North America,

-CN for China,

-BR for Brazil,
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Specifications
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General Datalogger Specifications
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