
RHT60 Precision Psychrometer

• Fast response time (<30 seconds)
• Dual backlit display
• Simultaneous display of:

- Humidity/Temperature
- Humidity/Dew Point
- Humidity/Wet Bulb

• °F/°C switchable
• Easy one hand operation with

rubberized sides and slim design
• Data Hold and Min/Max functions
• Auto power off with disable and low battery indicator
• Optional model complete with Certificate

of Traceability to N.I.S.T.
• Complete with carrying case and 9V battery
• 1-year warranty

Applications:
Building inspection, water restoration, greenhouses,  
warehouses, museums, libraries, offices, storage areas

 

Ordering Information:
RHT60 Precision Psychrometer
RHT60-NIST RHT60 with certificate of Traceability to N.I.S.T.

Features:

Specifications
Air Temperature -22 to 199°F (-30 to 100°C)

Accuracy ±0.9°F/0.5°C (at 25°C) 

±1.5°F/0.8°C (all other ranges)

Relative Humidity 0 to 100%RH

Accuracy ±2%RH (10 to 90%)

Wet Bulb 32 to 176°F (0 to 80°C)

Dew Point -22 to 199°F (-30 to 100°C)

Resolution 0.1°F/°C; 0.1%RH

Power 9V Battery

Dimensions 8.9 x 1.7 x 1.3” (225 x 45 x 34mm)

Weight 7oz (200g)

High Accuracy to 2% and fast response

TRACEABLE
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